
23A SERIES

FABRICATION RANGE
DOUBLE FLANGE BUTTERFLY VALVES
UTILIZATION:                                                                            
•	 Double flange butterfly valve used for regulation and 

flow sectioning in water supply facilities, plumbing, 
irrigation, etc.

•	 It has low head loss due to a hydrodynamic design of 
the disc, it is 100% water tight and need no gaskets to be 
installed.
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DIMENSIONS 

DN L H J G ØM ☐M Kgs.
50 108 110 32 80 12.6 9 12

65 112 135 32 80 12.6 9 13

80 114 145 32 95 12.6 9 15

100 127 150 32 115 15.77 11 18

125 140 170 32 115 18.92 14 23

150 140 180 32 140 18.92 14 27

200 152 210 45 175 22.1 17 38

250 165 245 45 205 28.5 22 55

300 178 276 45 245 31.7 22 78

350 190 330 45 256 31.7 110

400 216 376 52 296 33.15 150

450 222 406 52 315 38 150

500 229 450 64 352 41.15 185

600 267 518 70 441 50.65 285

700 292 560 95 470 63.35 500

800 318 620 95 521 63.35 760

900 330 692 130 581 75 820

1000 410 735 130 645 85 1100



GENERAL FEATURES:                                             
•	 Low head loss.
•	 Vulcanized seat that avoids the contact between fluid and cast 

iron, avoiding corrosion and damages.
•	 100% water tight.
•	 Bidirectional flow.
•	 Polished disc borders to avoid damage in the seat.
•	 No gaskets needed for installation.
•	 Working temperature between -10ºC and 90ºC.
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DESCRIPTION
1 BODY GJS400

2 DISC GJS500 / AISI 304

3 SEAT EPDM

4 UPPER SHAFT AISI 420

5 LOWER SHAFT AISI 420

6 BONNET GJS400

7 BUSHES BRONZE

8 O-RING NBR

9 O-RING EPDM

PINTURA RAL 5015 Epoxy 250 µm

STANDARDS APPLIED:                                                           
•	 Hydrostatic tests according to EN 12266-1, class A.
•	 EC directive.
•	 Side flanges according to ISO 7005-2.
•	 Distance between flanges according to EN 558 series 13.
•	 Top flange according to ISO 5211.

The images and drawings are non contractual. 
The spectifications of the shown products could vary without previous notice.


