
53A SERIES

FABRICATION RANGE
CONTROL VALVES
UTILIZATION:                                                                            
•	 Control valves, used to automatically regulate different 

characteristics of the pipeling including the pressure, 
flow or level. 

•	 They allow the possibility to combine the characteristics  
to be controled, and they also allow the control from the 
distance. 
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DIMENSIONS

DN L H
D K n-Ød Weight   

KgPN10 PN16 PN25 PN10 PN16 PN25 PN10 PN16 PN25

50 230 139 165 165 165 125 125 125 4-Ø19 4-Ø19 4-Ø19 14

65 290 159 185 185 185 145 145 145 4-Ø19 4-Ø19 8-Ø19 19

80 310 179 200 200 200 160 160 160 8-Ø19 8-Ø19 8-Ø19 23

100 350 214 220 220 235 180 180 190 8-Ø19 8-Ø19 8-Ø23 32

150 480 333 285 285 300 240 240 250 8-Ø23 8-Ø23 8-Ø28 68

200 600 407 340 340 360 295 268 310 8-Ø23 12-Ø23 12-Ø28 125

250 730 476 405 405 425 350 355 370 12-Ø23 12-Ø28 12-Ø31 200

300 850 526 460 460 485 400 410 430 12-Ø23 12-Ø28 16-Ø31 260

350 850 526 520 520 555 460 470 490 16-Ø23 16-Ø28 16-Ø34 310



DIMENSIONS

DN L H
D K n-Ød Weight   

KgPN10 PN16 PN25 PN10 PN16 PN25 PN10 PN16 PN25

400 1100 650 580 580 620 515 525 550 16-Ø28 16-Ø31 16-Ø37 560

450 1100 650 640 640 670 565 585 600 20-Ø28 20-Ø31 20-Ø37 620

500 1250 650 715 715 730 620 650 660 20-Ø28 20-Ø34 20-Ø37 880

600 1450 930 840 840 845 725 770 770 20-Ø31 20-Ø37 20-Ø40 1300

700 1450 930 910 910 960 840 840 875 24-Ø31 24-Ø37 20-Ø43 1400
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INSTALATION

The installation is correct when it is composed of the 
following elements.
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DESCRIPTION:

1 BODY GJS500

2 BODY SEAT AISI 304 (DN<400)
BRASS / BRONZE

3 O-RING NBR

4 O-RING NBR

5 SPRING AISI 304

6 BONNET GJS500

7 GUIDE BRASS / BRONZE

8 SHAFT NUT AISI 304 / BRONZE

9 FIXATION WASHER BRASS / BRONZE

10 DIAPHRAGM EPDM + NYLON

11 FIXING HOLDER GJS500

12 DISC HOLDER GJS500

13 SEAT EPDM / NBR

14 SEAT HOLDER AISI 304 (DN<400)
GJS500 

15 SHAFT AISI 304

16 PLUG AISI 304

17 PLUG AISI 304 (DN<400)
CARBON STEEL

BOLTS A2

PAINTING RAL 5015 Epoxy 250 µm

MAIN FEATURES:                                                                        
•	 Controls the conditions of the fluid.
•	 100% Water tight.
•	 Working temperature between -10ºC and 90ºC.

STANDARDS APPLIED:                                                           
•	 Hydrostatic tests according to EN 12266-1, class A.
•	 Fabricaction according to EN 1074-5.
•	 Distance between flanges according to DIN 3202-F1.
•	 EC directive.
•	 Lateral flanges according to ISO 7005-1.



DESCRIPTION:

1 BONNET ABS

2 ADJUSTING BOLT AISI 304

3 HOLDING NUT A2

4 SPRING GUIDE AISI 304

5 BONNET AISI 304

6 SPRING Cr-VA

7 NUT A2

8 WASHER A2

9 FIXATION SUPPORT AISI 304

10 BOLT A2

11 DIAPHRAGM EPDM + Nylon

12 WASHER AISI 304

13 O-RING NBR

14 CHAMBER AISI 304

15 O-RING NBR

16 O-RING NBR

17 SHAFT AISI 304

18 DISC AISI 304 + EPDM

19 BODY AISI 304

CONTROL PILOT
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The images and drawings are non contractual. 
The spectifications of the shown products could vary without previous notice.


